AMENDMENT NO. 1 JUNE 2012 
TO 
IS 15713 : 2006 ROAD VEHICLES — COMPRESSED 
NATURAL GAS (CNG) FUEL SYSTEM COMPONENTS — 
PRESSURE REGULATOR 


(Page 1, clause 4.2, first line) — Insert the words ‘if provided’ after ‘relief 
valve’. 


(Page 2, Table 1) — Add the following Note at the end of the Table 1: 


‘NOTE — The tests electrical over voltages, insulation resistance, and minimum opening voltage are 
applicable only, if the regulator has integrated solenoid valve.’ 


(Page 3, Table 2) — Substitute the following for the existing table: 


Table 2 Test Temperatures and Pressures 


(Clause 5.3) 
Test Pressure 
Temperature Stage (Factor x Working Pressure) 
°C 
First Test Second Test 
(1) (2) (3) (4) 
— 40 or -20 Inlet to 1 0.75 0.025 
20 Inlet to 1 0.025 15 
120 Inlet to 1 0.05 
— 40 or - 20 Chambers 0.75 0.025 
20 downstream of Inlet 0.025 7 
120 me 01.05 


(Page 3, clause 6.1) — Substitute the following for the existing: 


‘6.1 Each Pressure regulator shall be legibly and indelibly marked with the 
following: 
a) Manufacturer’s name, trade-mark or symbol; 
b) Part No. or unique identification mark; 
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c) Working pressure and temperature range or service pressure; and 


d) Date of manufacture or batch number.’ 
[Page 3, clause 7(})] — Substitute the following for the existing: 


‘Drawings with relevant dimensions and material.’ 


(TED 26) 
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